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THE LADDER WITH THE BLUE TRIM

®

FIBREGLASS 
LADDERS



700-06

F I B R E G L A S S 
L A D D E R S

Heavy duty non-conductive step-ladder is recommended for industrial
applications which entail  working with or around electrical current
Non-conductive of electricity - l ive l ine tested to 32kV
Second last step from the top wil l  be red
Pinch-resistant spreader bars
Solid tr iangular bottom gusset
Channelled side rai ls and heavy duty back bars
No scrap value on f ibreglass components, reduces the risk of theft
SUPERLITE step ladders are f i t ted with a structural moulded top
75mm wide aluminium tread
2 year warranty
115kg safe working load
Maximum static load rating MSVL - 150kg

F E AT U R E S

PINCH RESISTANT
SPREADER BARS

SOLID TRIANGULAR
BOTTOM GUSSET

700 
RANGE

®

THE LADDER WITH THE BLUE TRIM

®

  Ref.        	 Bar Code	 No. of steps	 Weight
	700-06	 6005413007015		 6		  8.3kg
	700-08	 6005413007022		 8	 11.22kg
	700-10	 6005413008999	 10	 13.90kg

1
SUPERLITE FIBREGLASS STEP-LADDER

WITH ALUMINIUM TREADS



SOLID TRIANGULAR
BOTTOM GUSSET

PINCH RESISTANT
SPREADER BARS

STRUCTURAL MOULDED 
TOP KEEPS

TOOLS HANDY

2 SUPERLITE FIBREGLASS STEP-LADDER
WITH ALUMINIUM TREADS

Fibreglass front section with aluminium back section
Second last step from the top wil l  be red
Heavy duty conductive step ladder
Pinch-resistant spreader bars
Solid tr iangular bottom gusset
Structural moulded top handy for tools
No scrap value on f ibreglass components, reduces the risk of theft
75mm wide aluminium tread
2 year warranty
Safe working load 115kg
Maximum static load rating MSVL - 150kg

F E AT U R E S

701 
RANGE

  Ref.        	 Bar Code	 No. of steps	 Weight
	701-06	 6009700471022		 6	 6.9kg
	701-08	 6009700471268		 8	 8.5kg

701-08

F I B R E G L A S S 
L A D D E R S

®

THE LADDER WITH THE BLUE TRIM

®



579-8-1

SUPERLITE FIBREGLASS LEAN-TO LADDER
WITH ALUMINIUM ‘D’ SHAPED RUNGS

F E AT U R E S

579 
RANGE   Ref.        	 Bar Code	 No. of rungs	 Weight

579-8-1	 6009700471879		 8	 10kg
579-10-1	 6009700471886	 10	 11kg
579-12-1	 6009700471893	 12	 12kg
579-14-1	 6009700471909	 14	 14kg
579-16-1	 6009700471916	 16	 16kg
579-18-1	 6009700471923	 18	 18kg
579-20-1	 6009700471930	 20	 20kg

Non-conductive of electricity - live line tested to 32kV
Fibreglass stiles
Replaceable ‘D’ shaped aluminium rungs
Spike feet
2 year warranty
115kg safe working load
Maximum static load rating MSVL - 150kg
Optional Extras:
Swivel safety feet
Cable roller pole rung
Safety chain
Reflective red flag

3

F I B R E G L A S S 
L A D D E R S

®

THE LADDER WITH THE BLUE TRIM

®

SPIKED FEET



4

F I B R E G L A S S 
L A D D E R S

SUPERLITE FIBREGLASS LEAN-TO LADDERS

Non-conductive of electricity - live line tested to 32kV
Fibreglass stiles
Ideal for uses where electricity, chemicals, water, acids or minerals are present
Square rungs
Non-slip PVC feet
2 year warranty
115kg safe working load
Maximum static load rating MSVL - 150kg

F E AT U R E S

LFG-SL
RANGE

  Ref.        	 Bar Code	 No. of rungs	 Weight
LFG-SL-240	 6009700471176		 8	 9.2kg
LFG-SL-300	 6009700471015	 10	 11.4kg
LFG-SL-360	 6009700471046	 12	 13.8kg
LFG-SL-420	 6009700471022	 14	 16.1kg
LFG-SL-480	 6009700471039	 16	 18.4kg
LFG-SL-540	 6009700471206	 18	 20.7kg
LFG-SL-600	 6009700471213	 20	 23.1kg

LFG-SL 300

Optional Extras:
Cable roller or half-moon pole rung
Safety chain
Reflective red flag

®

THE LADDER WITH THE BLUE TRIM

®



7

F I B R E G L A S S 
L A D D E R S

®

THE LADDER WITH THE BLUE TRIM

®

SUPERLITE FIBREGLASS PUSH UP EXTENSION
LADDER WITH ALUMINIUM RUNGS

F E AT U R E S

LFG-PU-600

LFG-PU 
RANGE

Does not conduct electricity - live line tested to 32kV
Fibreglass push-up extension ladder 
Fibreglass side rails with aluminium rungs
Nesting side rails can be separated and used as two lean-to ladders
Non-skid rubber feet
2 year warranty
115kg safe working load
Maximum static load rating MSVL - 150kg

SUPERLITE fibreglass ladders conform to the following specifications: 
ANSI 14.5 SCSSCABF 1, SABS 1304, T 1768 & EN 131, SUPERLITE 
ladders are between 9% and 22% lighter than comparable ladders

The following optional extras may be fitted to SUPERLITE ladders:
V-roller pole rung with safety sling
Cable roller pole rung with safety sling
½ moon pole rung

    Ref.	 Bar Code	 when closed	 when extended	
		  No. of rungs	 No. of rungs

LFG-PU-540	 6005413002218	 10	 18	 3.0m	 5.4m	 17.23kg
LFG-PU-600	 6005413002270	 11	 20	 3.3m	 6.0m	 19.14kg
LFG-PU-660	 6005413002263	 12	 22	 3.6m	 6.6m	 21.05kg
LFG-PU-780	 6005413003420	 14	 26	 4.2m	 7.8m	 24.88kg
LFG-PU-900	 6005413003437	 16	 30	 4.8m	 9.0m	 28.71kg

Weight
Closed
height

Extended
Length



8
SUPERLITE FIBREGLASS COMBINATION STEP

EXTENSION LADDER

Fibreglass construction ensures non conductivity - Live line tested to 32kV
Ideal for electrical work
Versatile 3-in-1 ladder can be used as stepladder, an extension ladder or a single ladder
When  used as a push-up extension ladder, the height can be varied by 300mm increments
Engagement of the safety lock makes a strong conventional step ladder
Wide stabilizing bar attached to back legs provides good sideways stability and strength
Practical indoor and outdoor applications and easy storage
Safe working load 115kg
2 year warranty
Maximum static load rating MSVL - 150kg

F E AT U R E S

LFG-AP
RANGE

LFG-AP360

    Ref.	 Bar Code	 Fly section	 Base section	 Weight
		  No. of rungs	 No. of rungs

LFG-AP-360	 6005413003994	 7	 6	 14kg
LFG-AP-420	 6009700471732	 8	 7	 16kg

F I B R E G L A S S 
L A D D E R S

®

THE LADDER WITH THE BLUE TRIM

®



5
SUPERLITE FIBREGLASS STEP-LADDER

WITH FIBREGLASS TREADS

Heavy duty non-conductive step-ladder is recommended for industrial 
applications which entail  working with or around electrical current
Fibreglass construction ensures non-conductivity - live line tested to 32kV
Heavy duty structural moulded top keeps tools handy
Deeply serrated 76mm pultruded fibreglass steps
Pinch resistant spreader bars
Solid triangular bottom gusset
Optional pail shelf on all sizes
Safe working load 135kg
2 year warranty
Maximum static load rating MSVL - 175kg

F E AT U R E S

SOLID TRIANGULAR
BOTTOM GUSSET

LFG 
RANGE

PINCH RESISTANT 
SPREADER BARS

LFG 6

  Ref.        	 Bar Code	 No. of rungs	 Weight
	LFG-4	 6005413003208		 4		 7kg
	LFG-6	 6005413002225		 6		 9kg
	LFG-8	 6005413002232		 8	 13kg
LFG-10	 6005413003963	 10	 16kg
LFG-12	 6005413003970	 12	 21kg
LFG-14	 6005413003987	 14	 25kg
LFG-16	 6005413001558	 16	 29kg

F I B R E G L A S S 
L A D D E R S

®

THE LADDER WITH THE BLUE TRIM

®

ADD: SS TO PRODUCT CODE FOR STAINLESS
STEEL FITTING ie. RIVETS etc.



6
SUPERLITE FIBREGLASS DOUBLE SIDED

STEP-LADDER WITH FIBREGLASS TREADS

Heavy duty non-conductive step-ladder is recommended for industrial 
applications which entail  working with or around electrical current
Fibreglass construction ensures non conductivity - Live line tested to 32kV
Deeply serrated 76mm pull-truded fibreglass steps
Pinch resistant spreader bars
Optional pail shelf on all sizes
Solid triangular bottom gusset
Safe working load 135kg
2 year warranty
Maximum static load rating MSVL - 175kg

F E AT U R E S

LFG-DS6

GUSSETS ON 
EACH TREAD

PINCH RESISTANT 
STAINLESS STEEL 

LADDER STAYS

LFGDS 
RANGE

  	 Ref.        	 Bar Code	 No. of steps	 Weight
LFG-DS-4	 6009700471121		 4	 12kg
LFG-DS-6	 6009700471138		 6	 17kg
LFG-DS-8	 6009700471145		 8	 23kg
LFG-DS-10	 6009700471053	 10	 30kg
LFG-DS-12	 6009700471060	 12	 39kg
LFG-DS-14	 6009700471183	 14	 45kg

F I B R E G L A S S 
L A D D E R S

®

THE LADDER WITH THE BLUE TRIM

®

ADD: SS TO PRODUCT CODE FOR STAINLESS
STEEL FITTING ie. RIVETS etc.



3
SUPERLITE FIBREGLASS STEP-LADDER

WITH ALUMINIUM TREADS

Heavy duty non-conductive step-ladder is recommended for industrial
applications which entail  working with or around electrical current
Fibreglass construction ensures non conductivity - Live line tested to 32kV
Deeply serrated 76mm extruded aluminium steps
Pinch resistant spreader bars
Solid triangular bottom gusset
Optional pail shelf on all sizes
Structural moulded top handy for tools
Safe working load 135kg 
2 year warranty
Maximum static load rating MSVL - 175kg

F E AT U R E S

ALUMINIUM
THREADS

740-08

PINCH RESISTANT 
SPREADER BARS

  Ref.        	 Bar Code	 No. of steps	 Weight
	740-04	 6005413004083		 4		 6kg
	740-06	 6005413002249		 6		 9kg
	740-08	 6005413002256		 8	 12kg
	740-10	 6005413003956	 10	 16kg
	740-12	 6005413004120	 12	 19kg
	740-14	 6005413004137	 14	 23kg
	740-16	 6005413005448	 16	 26kg

F I B R E G L A S S 
L A D D E R S

®

THE LADDER WITH THE BLUE TRIM

®

740 
RANGE



SUPERLITE FIBREGLASS DOUBLE SIDED
STEP-LADDER WITH ALUMINIUM TREADS

Heavy duty non-conductive step-ladder is recommended for industrial
applications which entail  working with or around electrical current
Fibreglass construction ensures non conductivity - Live line tested to 32kV
Channelled rails and heavy duty back bars
Deeply serrated 76mm extruded aluminium steps
Pinch resistant spreader bars
Solid triangular bottom gusset
Optional pail shelf on all sizes
Safe working load 135kg 
2 year warranty
Maximum static load rating MSVL - 175kg

F E AT U R E S

SOLID TRIANGULAR
BOTTOM GUSSET

740DS
RANGE

740DS-06

PINCH RESISTANT 
SPREADER BARS

  Ref.        	 Bar Code	 No. of rungs	 Weight
	740-DS-4	 6005413008418		 4	 11kg
	740-DS-6	 6005413001198		 6	 16kg
	740-DS-8	 6005413005486		 8	 22kg
	740-DS-10	 6005413005493	 10	 29kg
	740-DS-12	 6005413005509	 12	 35kg
	740-DS-14	 6005413005516	 14	 41kg

4

F I B R E G L A S S 
L A D D E R S

®

THE LADDER WITH THE BLUE TRIM

®



11
SUPERLITE FIBREGLASS COMBINATION STEP

EXTENSION LADDER

F E AT U R E S

580 
RANGE

Model 580 features ‘D’ shaped rungs
Rungs are made from aluminium and are serrated for slip resistance. They are joined to 
heavy duty aluminium side plates and riveted to the rails with four solid rivets
Polyethylene rung wear sleeves separate aluminium from fibreglass to help reduce wear
Spring-assisted heavy duty cast aluminium or nylon rung locks
Heavy-duty free-swinging and self-aligning safety shoe with slip-resistant tread
Two sets of high-strength aluminium guides
Extra heavy duty 
Type 1A fibreglass extension model 580
These ladders are lightweight yet sturdy
Available in 84, 90 & 102mm channel
Colours available: yellow and red
2 year warranty
Safe working load 135kg
Maximum Static Vertical Load MSVL - 175kg
Extra features:
Spike feet
Cable roller pole rung
Nylon or aluminium locks
Side rope
Swivel feet
V-roller pole rung

580-22

Replaceable
Rungs

EXTENSION LADDER DIMENSIONS

580-20-46	 1	 450mm	 356mm	 156mm	 30mm	 38mm

 Model	 Assembly	 A	 B	 C	 D	 D Rung

ASSEMBLY 1

F I B R E G L A S S 
L A D D E R S

®

THE LADDER WITH THE BLUE TRIM

®

Model       	 Bar Code
No. of rungs

Closed
Channel

size
No. of rungs

Extended
Closed
height

Extended
length

Approx
weight

580-20	 84mm	 6005413008647	 10	 17	 3.0m		 5.1m	 20kg

580-22	 84mm	 6005413008654	 11	 19	 3.3m		 5.7m	 22kg

580-24	 84mm	 6005413008661	 12	 21	 3.6m		 6.3m	 24kg

580-28	 84mm	 6005413008678	 14	 25	 4.2m		 7.6m	 28kg

580-32	 84mm	 6005413008685	 16	 29	 4.8m		 8.7m	 32kg

580-36	 84mm	 6005413008692	 18	 32	 5.4m		 9.6m	 36kg

580-40	 84mm	 6005413008708	 20	 36	 6.0m	 10.8m	 40kg

580-20	 90mm	 6009700471770	 10	 17	 3.0m		 5.1m	 24kg

580-22	 90mm	 6009700471787	 11	 19	 3.3m		 5.7m	 27kg

580-24	 90mm	 6009700471794	 12	 21	 3.6m		 6.3m	 29kg

580-28	 90mm	 6009700471800	 14	 25	 4.2m		 7.6m	 34kg

580-32	 90mm	 6005413008715	 16	 29	 4.8m		 8.7m	 38kg

580-36	 90mm	 6005413008722	 18	 32	 5.4m		 9.6m	 43kg

580-40	 90mm	 6005413005400	 20	 36	 6.0m	 10.8m	 48kg

580-42	 90mm	 6005413008746	 21	 37	 6.3m	 11.1m	 50kg

580-44	 90mm	 6005413008753	 22	 39	 6.6m	 11.7m	 53kg

580-46	 90mm	 6005413008760	 23	 41	 7.0m	 12.3m	 55kg

580-32	 102mm	 6009700471817	 16	 29	 4.8m		 8.7m	 43kg

580-36	 102mm	 6009700471824	 18	 32	 5.4m		 9.6m	 48kg

580-40	 102mm	 6009700471831	 20	 36	 6.0m	 10.8m	 54kg

580-42	 102mm	 6009700471848	 21	 37	 6.3m	 11.1m	 56kg

580-44	 102mm	 6009700471855	 22	 39	 6.6m	 11.7m	 59kg

580-46	 102mm	 6009700471862	 23	 41	 7.0m	 12.3m	 61kg


